
Description

Indoor drop coaxial cable for digital reception - 75 Ohm

RP80SG

Data Sheet

Double shielded cable (Screening Class A++)

 0,80  3,50  3,65  4,05Ø

(Cu) (PEG) (Al/Pet) (CuSn)

Standards

EN 50117-2-4

Construction data

mm(Cu)Inner conductor of plain copper Ø 0,80 ± 0,02

Dielectric of physical foam polyethylene mm(PEG) Ø 3,50 ± 0,10

(Al/Pet)Aluminum/Polyester tape longitudinally overlapped

Water repellent sealing (dielectric) (Jelly1)

Braid of tinned copper wires (CuSn)

 79Braid optical coverage (IEC 96-1) %

Physical data

Weight of copper conductors kg/km 13,67

Total weight of cable kg/km 31,66

Minimum bending radius (single/repetead bending) 25/50 mm

Maximum cable pulling strength N 90

Electrical data

200 MHzCharacteristic impedance  3 75 Ohm±

±Capacitance (@1kHz)  2 pF/m 52

Velocity Ratio  85 %

Inner conductor resistance  35 Ohm/km

 11,80 Ohm/kmOuter conductor resistance

Ohm/km 46,80Loop resistance

Sheat Insulation voltage (spark test) kV 2,50

A 4Maximum current (Ieff)

Structural return loss (SRL)

5 - 470 MHz >30 dB

470 - 1000 MHz >28 dB

1000 - 2000 MHz >26 dB

2000 - 3000 MHz >22 dB

Screening Attenuation (SA)

< 0,9 mOhm/m5 - 30 MHz>105 dB30 - 1000 MHz

Transfer Impedance (Zt)SA-Class   A++ Zt-Class   A++

1000 - 2000 MHz >100 dB

>85  dB2000 - 3000 MHz
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Attenuation (at 20°C )

Frequency Attenuation

[MHz] [dB/100m]

5  1,90
10  2,60
30  4,20
50  5,50

200  11,20
300  13,90
470  17,50

Frequency Attenuation

[MHz] [dB/100m]

 24,20862

 26,201000

 35,301750

 39,602150

 42,202400

 48,003000
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Frequenza / Frequency (MHz)

Attenuazione di schermatura  / Screening Attenuation
Cavo classe A++ / A++ Class cable

Cavo tipo / Cable type: RP80ZHB                                       

5 1000

Limiti secondo norma EN50117
Limits as per EN50117 Std

- 105

-95

-85

2000 300030
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